ReaderTT.config = {"pagecount":75,"title":"","author":"","subject":"","keywords":"","creator":"","producer":"iText 2.1.7 by 1T3XT","creationdate":"D:20090731151230+02'00'","moddate":"D:20100923112234+02'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Abstract","page":3,"zoom":"Fit"},{"title":"Contents","page":6,"zoom":"Fit"},{"title":"List of figures","page":8,"zoom":"Fit"},{"title":"List of tables","page":10,"zoom":"Fit"},{"title":"List of symbols","page":11,"zoom":"Fit"},{"title":"List of Abbreviations","page":13,"zoom":"Fit"},{"title":"List of terms and definitions","page":14,"zoom":"Fit"},{"title":"1 Introduction","page":16,"zoom":"Fit","children":[{"title":"1.1 Motivation","page":16,"zoom":"Fit"},{"title":"1.2 Aim of the project","page":16,"zoom":"Fit"},{"title":"1.3 Report structure","page":17,"zoom":"Fit"}]},{"title":"2 Integration of the existing PreSTo modules","page":18,"zoom":"Fit","children":[{"title":"2.1 Structure of combined application","page":18,"zoom":"Fit"},{"title":"2.2 Layout","page":22,"zoom":"Fit"},{"title":"2.4 Macros","page":26,"zoom":"Fit"}]},{"title":"3 CEASIOM interface","page":31,"zoom":"Fit","children":[{"title":"3.1 CEASIOM module of PreSTo","page":31,"zoom":"Fit"}]},{"title":"4 Re-design of a jet and a propeller variant of the regional aircraft ATR 72","page":36,"zoom":"Fit","children":[{"title":"4.1 Overview","page":36,"zoom":"Fit"},{"title":"4.2 Determination of the aircraft design point","page":37,"zoom":"Fit","children":[{"title":"4.2.1 General preliminary sizing data","page":37,"zoom":"Fit"},{"title":"4.2.2 Landing distance","page":38,"zoom":"Fit"},{"title":"4.2.3 Take-off distance","page":40,"zoom":"Fit"},{"title":"4.2.4 Second segment","page":42,"zoom":"Fit"},{"title":"4.2.5 Missed approach","page":43,"zoom":"Fit"},{"title":"4.2.6 Cruise flight","page":44,"zoom":"Fit"},{"title":"4.2.7 Matching chart","page":46,"zoom":"Fit"},{"title":"4.2.8 Estimation of the aircraft size","page":47,"zoom":"Fit"},{"title":"4.2.9 Fuel fractions","page":48,"zoom":"Fit"},{"title":"4.2.10 Results of the estimation","page":50,"zoom":"Fit"}]},{"title":"4.3 Discussion of the results","page":52,"zoom":"Fit"}]},{"title":"Summary","page":54,"zoom":"Fit"},{"title":"References","page":56,"zoom":"Fit"},{"title":"Appendix A \u2013 The main macros\u2019 source code","page":58,"zoom":"Fit"},{"title":"Appendix B \u2013 The \u201cstatistics\u201d macro\u2019s source code","page":64,"zoom":"Fit"},{"title":"Appendix C \u2013 Screenshots of the \u201cpropeller\u201d version of the preliminary sizing module","page":65,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
