ReaderTT.config = {"pagecount":66,"title":"","author":"","subject":"","keywords":"","creator":"Corel Ventura 10","producer":"Acrobat Distiller 5.0.5 (Windows)","creationdate":"D:20041222133549Z","moddate":"D:20041222143248+01'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Inhalt","page":3,"zoom":"Fit","children":[{"title":"1 Allgemeines","page":7,"zoom":"XYZ 0 7638 null","children":[{"title":"1.1 Über dieses Handbuch","page":7,"zoom":"XYZ 0 7638 null"},{"title":"1.2 Bestimmungsgemäße Verwendung","page":7,"zoom":"XYZ 0 7638 null"},{"title":"1.3 Aufbau der Motoren","page":8,"zoom":"XYZ 0 7638 null"},{"title":"1.4 Allgemeine technische Daten","page":8,"zoom":"XYZ 0 7638 null"},{"title":"1.5 Standardausrüstung","page":9,"zoom":"XYZ 0 7638 null","children":[{"title":"1.5.1 Bauform","page":9,"zoom":"XYZ 0 7638 null"},{"title":"1.5.2 Wellenende A-Seite","page":9,"zoom":"XYZ 0 7638 null"},{"title":"1.5.3 Flansch","page":9,"zoom":"XYZ 0 7638 null"},{"title":"1.5.4 Schutzart","page":9,"zoom":"XYZ 0 7638 null"},{"title":"1.5.5 Schutzeinrichtung","page":9,"zoom":"XYZ 0 7638 null"},{"title":"1.5.6 Isolierstoffklasse","page":9,"zoom":"XYZ 0 7638 null"},{"title":"1.5.7 Schwinggüte","page":10,"zoom":"XYZ 0 7638 null"},{"title":"1.5.8 Anschlusstechnik","page":10,"zoom":"XYZ 0 7638 null"},{"title":"1.5.9 Rückführeinheit","page":10,"zoom":"XYZ 0 7638 null"},{"title":"1.5.10 Haltebremse","page":10,"zoom":"XYZ 0 7638 null"},{"title":"1.5.11 Polzahlen","page":10,"zoom":"XYZ 0 7638 null"}]},{"title":"1.6 Optionen","page":11,"zoom":"XYZ 0 7638 null"},{"title":"1.7 Auswahlkriterien","page":11,"zoom":"XYZ 0 7638 null","children":[{"title":"1.7.1 Typenschlüssel","page":12,"zoom":"XYZ 0 7638 null"},{"title":"1.7.2 Typenschild","page":12,"zoom":"XYZ 0 7638 null"}]}]},{"title":"2 Montage / Inbetriebnahme","page":13,"zoom":"XYZ 0 7638 null","children":[{"title":"2.1 Wichtige Hinweise","page":13,"zoom":"XYZ 0 7638 null"},{"title":"2.2 Montage / Verdrahtung","page":14,"zoom":"XYZ 0 7638 null","children":[{"title":"2.2.1 Anschluss der Motoren","page":16,"zoom":"XYZ 0 7638 null","children":[{"title":"2.2.1.1 Anschlussbild für Resolvermotoren","page":17,"zoom":"XYZ 0 7638 null"},{"title":"2.2.1.2 Anschlussbild für Encodermotoren","page":18,"zoom":"XYZ 0 7638 null"},{"title":"2.2.1.3 Anschlussbild für Motoren mit SFD","page":19,"zoom":"XYZ 0 7638 null"},{"title":"2.2.1.4 Anschlussbild für ComCodermotoren","page":20,"zoom":"XYZ 0 7638 null"}]}]},{"title":"2.3 Inbetriebnahme","page":21,"zoom":"XYZ 0 7638 null"}]},{"title":"3 Technische Daten","page":23,"zoom":"XYZ 0 7638 null","children":[{"title":"3.1 Begriffsdefinitionen","page":23,"zoom":"XYZ 0 7638 null"},{"title":"3.2 Beispiel einer Kennlinie","page":23,"zoom":"XYZ 0 7638 null"},{"title":"3.3 AKM1","page":24,"zoom":"XYZ 0 7638 null"},{"title":"3.4 AKM2","page":28,"zoom":"XYZ 0 7638 null"},{"title":"3.5 AKM3","page":33,"zoom":"XYZ 0 7638 null"},{"title":"3.6 AKM4","page":38,"zoom":"XYZ 0 7638 null"},{"title":"3.7 AKM5","page":44,"zoom":"XYZ 0 7638 null"},{"title":"3.8 AKM6","page":50,"zoom":"XYZ 0 7638 null"},{"title":"3.9 AKM7","page":56,"zoom":"XYZ 0 7638 null"}]},{"title":"4 Anhang","page":61,"zoom":"XYZ 0 7638 null","children":[{"title":"4.1 Zuordnung von RediMount Getriebedaptern","page":61,"zoom":"XYZ 0 7638 null"},{"title":"4.2 Lieferumfang, Transport, Lagerung, Wartung, Entsorgung","page":62,"zoom":"XYZ 0 7638 null"},{"title":"4.3 Beseitigen von Störungen","page":63,"zoom":"XYZ 0 7638 null"},{"title":"4.4 Stichwortverzeichnis","page":64,"zoom":"XYZ 0 7638 null"}]}]},{"title":"Index","page":64,"zoom":"Fit","children":[{"title":"A","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Abschirmung","page":15,"zoom":"XYZ 0 7638 null"},{"title":"AKM1","page":24,"zoom":"XYZ 0 7638 null"},{"title":"AKM2","page":28,"zoom":"XYZ 0 7638 null"},{"title":"AKM3","page":33,"zoom":"XYZ 0 7638 null"},{"title":"AKM4","page":38,"zoom":"XYZ 0 7638 null"},{"title":"AKM5","page":44,"zoom":"XYZ 0 7638 null"},{"title":"AKM6","page":50,"zoom":"XYZ 0 7638 null"},{"title":"AKM7","page":56,"zoom":"XYZ 0 7638 null"},{"title":"Anschlusstechnik","page":10,"zoom":"XYZ 0 7638 null"},{"title":"Axialkraft","page":9,"zoom":"XYZ 0 7638 null"}]},{"title":"B","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Bauform","page":9,"zoom":"XYZ 0 7638 null"},{"title":"Belüftung","page":15,"zoom":"XYZ 0 7638 null"},{"title":"Brems-Reaktionszeiten","page":23,"zoom":"XYZ 0 7638 null"}]},{"title":"C","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"ComCoder","page":20,"zoom":"XYZ 0 7638 null"}]},{"title":"D","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Drehmomentkonstante","page":23,"zoom":"XYZ 0 7638 null"}]},{"title":"E","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Einbauort","page":15,"zoom":"XYZ 0 7638 null"},{"title":"Encoder","page":10,"zoom":"XYZ 0 7638 null"},{"title":"Entsorgung","page":62,"zoom":"XYZ 0 7638 null"},{"title":"Erdung","page":15,"zoom":"XYZ 0 7638 null"}]},{"title":"G","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Getriebeadapter","page":61,"zoom":"XYZ 0 7638 null"}]},{"title":"H","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Haltebremse","page":10,"zoom":"XYZ 0 7638 null"},{"title":"Herstellererklärung","page":6,"zoom":"XYZ 0 7638 null"}]},{"title":"I","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Inbetriebnahme","page":21,"zoom":"XYZ 0 7638 null"},{"title":"Inhaltsverzeichnis","page":3,"zoom":"XYZ 0 7638 null"},{"title":"Isolierstoffklasse","page":9,"zoom":"XYZ 0 7638 null"}]},{"title":"K","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Kennlinie","page":23,"zoom":"XYZ 0 7638 null"},{"title":"Kupplung","page":9,"zoom":"XYZ 0 7638 null"}]},{"title":"L","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Lagerdauer","page":62,"zoom":"XYZ 0 7638 null"},{"title":"Lager-Luftfeuchtigkeit","page":62,"zoom":"XYZ 0 7638 null"},{"title":"Lagertemperatur","page":62,"zoom":"XYZ 0 7638 null"},{"title":"Lagerung","page":62,"zoom":"XYZ 0 7638 null"},{"title":"Leistungsreduzierung","page":8,"zoom":"XYZ 0 7638 null"},{"title":"Lieferumfang","page":62,"zoom":"XYZ 0 7638 null"}]},{"title":"M","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Masse-Zeichen","page":14,"zoom":"XYZ 0 7638 null"},{"title":"Montage","page":15,"zoom":"XYZ 0 7638 null"},{"title":"Motorleitung","page":16,"zoom":"XYZ 0 7638 null"}]},{"title":"N","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Nenndrehmoment","page":23,"zoom":"XYZ 0 7638 null"}]},{"title":"O","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Optionen","page":11,"zoom":"XYZ 0 7638 null"}]},{"title":"P","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Polzahlen","page":10,"zoom":"XYZ 0 7638 null"}]},{"title":"R","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Radialkraft","page":9,"zoom":"XYZ 0 7638 null"},{"title":"Resolver","page":10,"zoom":"XYZ 0 7638 null"},{"title":"Resolverleitung","page":16,"zoom":"XYZ 0 7638 null"},{"title":"Rotorträgheitsmoment","page":23,"zoom":"XYZ 0 7638 null"},{"title":"Rückführeinheit","page":10,"zoom":"XYZ 0 7638 null"}]},{"title":"S","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Schutzart","page":9,"zoom":"XYZ 0 7638 null"},{"title":"Schwinggüte","page":10,"zoom":"XYZ 0 7638 null"},{"title":"Servoverstärker","page":8,"zoom":"XYZ 0 7638 null"},{"title":"SFD","page":19,"zoom":"XYZ 0 7638 null"},{"title":"Sicherheitshinweise","page":4,"zoom":"XYZ 0 7638 null"},{"title":"Spannungskonstante","page":23,"zoom":"XYZ 0 7638 null"},{"title":"Spitzenstrom","page":23,"zoom":"XYZ 0 7638 null"},{"title":"Stillstandsdrehmoment","page":23,"zoom":"XYZ 0 7638 null"},{"title":"Stillstandsstrom","page":23,"zoom":"XYZ 0 7638 null"}]},{"title":"T","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Thermische Zeitkonstante","page":23,"zoom":"XYZ 0 7638 null"},{"title":"Thermoschutzkontakt","page":9,"zoom":"XYZ 0 7638 null"},{"title":"Transport","page":62,"zoom":"XYZ 0 7638 null"},{"title":"Typenschild","page":12,"zoom":"XYZ 0 7638 null"},{"title":"Typenschlüssel","page":12,"zoom":"XYZ 0 7638 null"}]},{"title":"U","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Umgebungstemperatur","page":8,"zoom":"XYZ 0 7638 null"}]},{"title":"V","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Verdrahtung","page":15,"zoom":"XYZ 0 7638 null"}]},{"title":"W","page":64,"zoom":"XYZ 0 7638 null","children":[{"title":"Wartung","page":62,"zoom":"XYZ 0 7638 null"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
